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DIN 976 - Page 1  
Threaded rods
1m, 2m, 3m

Length /Ø M2 M3 M4 M5 M6 M8 M10 M12 M14 M16 M18 M20 M22 M24
1.000 24 24 24 24 24 24 24 24 24 24 24 24 24 24

2.000 24 24 24 24 24 24 24 24 24 24 24

3.000 24 24 24 24 24 24 24 24 24 24 24

SU 1 1 1 1 1 1 1 1 1 1 1 1 1 1

 A1  /   A2  /   A4  | SU: Sales unit | All measurements in mm | Other dimensions on request. 
Example item no.  976-2-10 DIN 976 - A2 - M10 - l = 1.000mm
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Threaded rods made of special materials, with left hand thread, UNC / UNF thread, and threaded parts DIN 976 type B, can be found on the 
following pages.   
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Length /Ø M27 M30 M33 M36 M42 M48
1.000 24 24 24 24 24 24

2.000 24 24 24 24

3.000 24 24 24 24

SU 1 1 1 1 1 1

 A1  /   A2  /   A4  | SU: Sales unit | All measurements in mm | Other dimensions on request. 
Example item no.  976-2-27X2000 DIN 976 - A2 - M10 - l = 2.000mm

 

 

 

Threaded rods made of special materials, with left hand thread, UNC thread  and threaded parts DIN 976 type B, can be found on the following 
pages.   
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